Notes:

1.

Designed and manufactured in accordance with Euro Chlor GEST 17/492
Globe Valves Bellow Sealed for Use on Liquid Chlorine. Also conforms to
the requirements of The Chlorine Institute’s Pamphlet 6—latest edition.

. Integral weld deposited seat Stellite 21 minimum hardness value HB300

(HRC32 equivalent).

. Applicable Inspection and Test plan TP HMVBS17492.
. Each valve dried in an oven at a minimum of 120°C for at least 3 hours

and fitted with gaskets and metal blanking flanges, which have a silica gel
satchet attached to their inner face.

. Al lubricants used are chlorine compatible chlorofluorinated.
. Fitted with stainless steel Tag "CLEANED FOR CHLORINE SERVICE”.
. Valve to be CE marked. Declaration of Conformity HMV_CE_002.

1st ANGLE
PROJECTION

|
—

@

Euro Chlor spec was GEST 06/318;

2| Apr17.2021 | o BS06318; Liubo | Ludovic
1| Moy.18.2012] Eure Chlor spec was GEST 89/140 Liubo | Martin
230 Rev | Date Description EoN | Moted Appg;’ved
38 ‘
68 v )4
2 e — 2 < REF |  DESCRIPTION MATERIALS
57 i\ 7/ R |
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34 Nz [ 4 | BODY/BONNET GASKET | GYLON 3510
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12 | DISC NUT UNS S43100
13 | DISC LOCK WASHER | TYPE 316
20 | PACKING RING PURE PTFE
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50 | NAME PLATE TYPE 316
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SECTION A-A
MAX INTERNAL RADII 0.5 EXCEPT AS STATED DO NOT SCALE DRAWING. VALVE CODE
MACHINING TOLERANCES UNLESS OTHERWISE ALL DIMENSIONS IN MILLIMETRES(mm)/ 880W SER\ES
STATED UNLESS OTHERWISE STATED.
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